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NOTES:

CURB _INSTALLATION

TOP VIEW (TYP.)

4" TOPSOIL MINIMUM.

GRANITE CURB
6" MIN.-\

SCD No. 813.10

5” THICK X 18" DEEP

6” MIN. — 18" MAX.

RN A

CEDAR SHIMS TO LEVEL\13
6" SOLID CONCRETE BLOCK

2 BLOCKS PER LENGTH

CLASS "C” CONCRETE

(3000 PSI, 3/4” STONE)
FULL LENGTH OF CURB

6" OR AS DIRECTED

SAWCUT
HOT SEAL JOINT

!

<—>| 6”7 MIN.

RECONSTRUCT ROAD SECTION TO MATCH
>ROAD CLASSIFICATION OR WICHEVER ROAD

. GRANITE CURB SHALL HAVE 1/4” BUZZED EDGE.

. 6” CURB REVEAL REQUIRED UNLESS OTHERWISE DIRECTED

SECTION IS GREATER

SUBGRADE 95% COMPACTION

1
2
3. MINIMUM LENGTH OF STRAIGHT CURB SHALL BE 3'—0” AND RADIUS CURB SHALL BE 2'—6" STANDARD CONSTRUCTION DETAIL
4

. JOINTS IN GRANITE CURB SHALL BE GROUTED. LEAVE OPEN JOINT APPROXIMATELY EVERY

30" 0.C. TO ALLOW FOR EXPANSION.
5. VERTICAL AND HORIZONTAL ALIGNMENT OF ALL CURBS AND BERMS TO BE AS APPROVED. TOWN OF GREENWICH, CONNECTICUT

SCALE =

N.T.S.

GRANITE CURB
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